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Anti-Finger-Print Treatment for Structured Stainless Steel Surfaces: 
Nanoflex AFP-100 
 
 
Structured stainless steel surfaces are used in many branches of the most varied of industrial 
applications. The potential for application encompasses interior parts in the automobile industry, 
household objects such as housings, facings, decorative mouldings, grips, handles or faucets, 
general office items and especially decorative utilities. 
 
Unfortunately, structured stainless steel surfaces are especially sensitive to fingerprints.  The 
cleaning requirements of stainless steel products are extensive and are a problem that must be 
dealt with seriously. 
 
The dirt resistant Si-O2 coating Nanoflex AFP-100 solves this problem. Fingerprints are reduced 
to a minimum and are therefore "invisible". The contamination is simply wiped away with a dry 
cloth.  
 
PRODUCT PROPERTIES 
 
- Anti-Finger-Print-Effect 
- Easy-to-Clean  
- Suitable for structured stainless steel 
- Not suitable for highly polished or chromed surfaces 
- Excellent adhesion  
- Excellent mechanical abrasion resistance 
- Excellent chemical stability 
- Excellent optical appearance 
- No change in surface characteristics (Haptic) 
 
 
APPLICATION INFORMATION 
 
Easy application a polishing it on with a paper or linen cloth 
 
APPLICATION FIELDS (EXAMPLES) 
 
- Exhaust extractor hoods 
- Light switches and mounts 
- Automobile branch (interior and decorative mouldings) 
- Medical devices 
- Designer furniture 
- Kitchen and household devices 
- Lights and lamps 
- Rails and grips 
- Map and money machines 
- Building furnishings (doors, gates, latches, lifts, cowlings, post boxes) 
.
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Curing times: 
 
The full hardening time 
is reached after 24 
hours 
For industinal 
appilcations, thermal 
harding of   
(15 min at 200°C) 
is recommended. 
 
 
 

 
 

 

Consumption: 
 
Consumption depends on the method of application and is 
between 4 ml/m² and 10 ml/m². I.e. one litre will seal areas of up 
to 250 m². 
 
 
 
Storage duration: 
 
The storage duration is at least 12 months in the unopened 
original packaging. 
 

          Package quantity Price / Litre 
5 litre canister Upon request 

10 litre canister Upon request 
20 litre canister Upon request 
200 litre drum Upon request 

Easy 1000 litre IBC container Upon request 


