
 
NANOFLEX® PLASTIC   

Nano-Care AG, Werkstraße 3, 66763 Dillingen/Saar, Tel.:(06831) 76164 – 0,Fax:(06831) 76164 - 20 
The details and comments provided conform to our current knowledge and experience. However, we are passing them on purely as a courtesy and they are not binding, even with regard to the existing 
intellectual property rights of third parties. In particular, no assurance of any features and/or characteristics are provided here within a legal definition. All rights to make changes within the framework of 
technical advances and additional operational developments are reserved. The purchaser is not released from his obligation to make a careful check of the characteristics/features. Mentioning of trade 
names belonging to other companies is not a recommendation and does not exclude the use of similar products.  Naturally, we guarantee the quality of our products in accordance to our general sales 
conditions. 
�  = registered trademark 

 
 
EASY-TO-CLEAN FINISH FOR POLYMER SURFACES SUCH AS E.G 
POLYCARBONATE, ABS ETC. AS WELL AS PAINTED SURFACES 
 
This coating was designed so that surfaces would achieve less contact with dirt particles. The 
hydro- and oleophobic effect cause the particles of contamination such as greasy and oily 
materials, lime and materials from environmental pollution to adhere less to the substrates or 
can be easily removed from the coating, i.e. without applying abrasive agents. 
 
 
The coating is extremely robust because of its inorganic network. A formulation can be adapted 
to the various substrates enabling the same optimised protective functionality. 
 
 
THE ADVANTAGES OF NANOFLEX® PLASTIC: 
 
·  Does not affect the appearance of the substrate 
·  Enormous abrasion-resistance 
·  Excellent hydro- and oleophobic characteristics 
·  Easy application by wiping on for example 
·  Short drying time. Can be stored immediately after application. 
·  No stress corrosion cracking 
·  Hardening at room temperature. 
·  High-pressure/steam-cleaning resistant 
·  Excellent efficiency with low consumption. 

 
 
Nanoflex® Plastic is ready-to-use and can be applied directly to the surface, creating a few 
nanometer thin, very chemically and mechanically resistant layers of coating. 
 
Nanoflex® Plastic is suitable for a multitude of Polymer surfaces or painted surfaces because of 
its formulation. It can therefore be used advantageously as a contamination-resistant, UV-stable 
coating, whether a transparent substrate of Polycarbonate, such as helmet visors or other 
moulded forms of extruded or injection moulded polymer. 
 
 
APPLICATION INFORMATION 
 
Besides spraying, dipping, brushing or applying with a soft cloth or linen is also possible. This is 
normally combined with an increased consumption however. If any streaking occurs, polish again 
using a cloth dampened with Nanoflex® Plastic. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Curing times: 
 
Just a few minutes after 
applying Nanoflex® 
Plastic, it is stabilised to 
the point that 
transporting is possible 
and it is suitable for 
storage. The full 
hardening time is 
reached after 24 hours  
 
 
 
 
 
 
 
 
 

 

 
 

Consumption: 
 
Consumption depends on the method of application and is 
between 4 ml/m² and 10 ml/m². I.e. one litre will seal areas of up 
to 250 m². 
 
 
Storage duration: 
The storage duration is at least 12 months in the unopened 
original packaging. 
 

          Package quantity Price / Litre 
5 litre canister Upon request 
10 litre canister Upon request 
20 litre canister Upon request 
200 litre drum Upon request 

1000 litre IBC container Upon request 


