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INTELLIGENT SURFACE TREATING WITH  
NANOFLEX® PREMIUMGLAS 
 
 
The Nanoflex® PREMIUMGLAS formulation is suitable for non-absorbent silica-based surfaces. 
It can therefore be used advantageously as a contamination-resistant, UV-stable coating of glass 
surfaces, whether insulated glass, toughened safety glass, laminated sheet glass or mirror. It is 
suitable for use on glass fronts, marquees, conservatories, solar panels, windows and glass 
panels. It is especially suitable for industrial applications. 
 
 
THE ADVANTAGES OF NANOFLEX® PREMIUMGLAS: 
 

·  Impressive easy-to-clean effect 
·  Effective protection against glass corrosion 
·  No influence on the appearance of the substrate 
·  Enormous abrasion-resistance 
·  Excellent hydro- and oleophobic characteristics 
·  Easy application 
·  Short drying time. Can be stored immediately after application. 
·  High-pressure/steam-cleaning resistant 
·  Excellent efficiency with low consumption. 
·  High temperature-resistance 
·  Absolute frost-resistance 
·  UV stable 

 
 
Nanoflex® PREMIUMGLAS is ready-to-use and can be applied directly to the surface, creating a 
few nanometres thin, very chemically and mechanically resistant SiO2 layers of coating. 
 
 
 
APPLICATION INFORMATION 
 
 
Besides spraying on, applying with a soft paper or linen cloth is possible. If any streaking occurs, 
polish again using a cloth dampened with Nanoflex® PREMIUMGLAS. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Curing times: 
 
Just a few minutes after 
applying Nanoflex® 
PREMIUMGLAS, it is 
stabilised to the point 
that transporting is 
possible and it is 
suitable for storage. 
The full hardening time 
is reached after 24 
hours  
 

 
 

 
 
 
 
 

Consumption: 
 
Consumption depends on the method of application and is 
between 4 ml/m² and 10 ml/m². I.e. one litre will seal areas of up 
to 250 m². 
 
 
Storage duration: 
 
The storage duration is at least 12 months in the unopened 
original packaging. 
 

          Package quantity Price / Litre 
5 litre canister Upon request 

10 litre canister Upon request 
20 litre canister Upon request 
200 litre drum Upon request 

1000 litre IBC container Upon request 


