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INVISIBLE WEATHER GUARD WITH NANOFLEX® STONE 

 
 

Nanoflex® STONE is an invisible, grime-resistance, UV stable coating for absorbent, silica-based 
surfaces such as sandstone, terracotta, concrete blocks, cement or stone panels. Floor or 
wall coatings, building fronts or roof shingles can be included in the scope of application for this 
product. Since Nanoflex® STONE only applies an ultra-thin coating on the inside of the pores, the 
substrates remain breathable after the coating as well. Nanoflex® STONE is ready-to-use and 
can be applied directly to the surface, creating a very chemically and mechanically resistant layer 
of coating. 

 
THE ADVANTAGES OF NANOFLEX® STONE: 
 
·  No influence on visual appearance 
·  Durable easy-to-clean protection 
·  Enormous abrasion-resistance 
·  Excellent Hydro- and Oleophobic 

properties 
·  Simple application / short drying time 
·  Can be stored immediately after drying 
 
 
 
 
 
·   

·  Ability to breath is retained 
·  Pressure wash-resistant (50 - 60 bar) 
·  Excellent frost/dew stress  
·  Solvent-free and odourless 
·  No moss or fungus formation 
·  Weather damage prevention 

Principle of Effectiveness 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
Curing times: 
 
Walking on the finished surface with clean and soft shoes is 
possible after coating. 
 
Complete hardening is achieved within 24 to 48 hours with a 
dry subsurface (ambient temperature 20°C). 

 
The hardening time may differ at other ambient temperatures. 
 

 
Consumption: 
 
The consumption depends on the absorbency of the substrate 
and is between 30 and 200 ml/m². One litre will therefore 
protect a surface of from 5 to over 30 m2. 
 
Storage duration: 
 
The storage duration is at least 12 months in the unopened 
original packaging. 
After opening the container, Nanoflex® STONE should be 
applied quickly.  

       Package quantity Price / Litre 
20 litre canister Upon request 
200 litre drum Upon request 

1000 litre IBC container Upon request 

APPLICATION INFORMATION 
 
Manual spraying: 
Surfaces should be sprayed in 2 work cycles. (wet in wet). Depending on 
how porous the subsurface is, the procedure may have to be repeated. 
Work metre by metre when dealing with large areas. Avoid pooling in the 
substrate. 
  
Other application techniques: 
Besides spraying, dipping, brushing or application with a sheepskin roller is 
also possible. This is normally combined with an increased consumption 
however.  

Figure:  
 
The reprogrammed surface 
prevents the infiltration of 
contamination into the porous 
surface. The breathing 
capability is retained 
completely. 


