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INNOVATIVE SURFACE FINISHING WITH TOP CERAM® RAK 100 
 
This coating was designed to optimally protect polished stoneware from particles of 
contamination. The micro-pores on the body are opened during the polishing process during 
certain production procedures. Top Ceram® RAK 100 prevents particles of contamination, paint, 
oil, lime or tile cement from accumulating. It allows these contaminants to be simply removed 
with a respective cleaning agent or solution. The ability of the body to breath is still retained, 
despite the optimal protective functionality.  
 
 
Top Ceram® RAK 100 is a dirt-resistant coating formula with an Ethanol base for applying on 
stoneware. It consists of 2 single-component application-ready solutions (A+B) that are applied 
one after the other.  
The extra advantage of Top Ceram® RAK 100 is that the coating penetrates into the micro-pores 
protecting it against any abrasion. This makes the abrasion-resistance identical to that of the 
substrate. 
 
ADVANTAGES OF   
TOP CERAM® RAK 100: 
 

·  No influence on visual 
appearance  

·  Enormous abrasion-
resistance 

·  Strong protection against 
contaminant particles 

·  Easy application 
·  Simple application 
·  Suitable for household and 

industrial applications 

 
 
 
 

·  Cures at room temperature 
(24 hours) 

·  High-pressure/steam-
cleaning resistant 

·  Excellent efficiency with low 
quantity consumption 

·  Coating on SiO2-base 
·  Absolute frost-resistance 

 

 
 
 
APPLICATION INFORMATION 
 
Polishing with a polishing machine is recommended for application. 
 
 
 
 

Curing times: 
Top Ceram®  RAK 100 A 
must be hardened before 
applying B. 
 
The curing time is 24 hours 
at room temperature (20°C), 
but can be accelerated to a 
few seconds with heat or 
infrared hardening. 
 
After applying Top Ceram® 
RAK 100 B, the coating is 
stabilized to the point that the 
substrate can be transported 
or stored. 
 
The complete hardening 
process is also complete 
within 24 hours for Top 
Ceram® RAK 100 B (ambient 
temperature 20°C). 
In low storage temperatures, 
an extension of the 
hardening time may be 
required. 

 
 
 

 
Consumption: 
 
Consumption depends on the method of application and 
is between 4 ml/m² and 10 ml/m². I.e. one litre will seal 
areas of up to 250 m². 
 
 
 
Storage duration: 
The storage duration is at least 12 months in the 
unopened original packaging. 
 
 

          Package quantity Price / Litre  
(per component) 

5 litre canister Upon request 
10 litre canister Upon request 
20 litre canister Upon request 
200 litre drum Upon request 

1000 litre IBC container Upon request 


